ALUMINUM BUSINESS CARD BOX 



BACKGROUND OF THE INVENTION 

5 I. Field of the Invention 

This invention relates generally to a business card box and, more specifically, to an 
aluminum business card box that consists of a main box and a drawer box, the drawer box 
is installed inside the main box, users can insert ID badge into the main box and have 
business cards in the drawer box. 

10 

II. Description of the Prior Art 

Heretofore, it is known that most of the business card boxes are made of plastic or 
acrylic materials, when business cards are out, those boxes are thrown away directly, 
however plastic and acrylic will not disassemble easily, they cause environment hazard. If 

15 the application of plastic material is reduced, the impact to environment is lower. Most 
people have the business cards in their wallets or business card holders, men usually have 
wallets or business card holders in their pockets, and women have that in their purse or 
handbag, they have to take wallets or business card holders from pockets or purses, and 
then take the business cards from wallets or business card holders, that is not very 

20 convenient. 
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Most of the employees of a large company or in a big building must have ID badge, 
most of the badges are fixed on clothes with a clip or worn on neck with a string; those 
employees also have to carry many other items on their way to office, such as business 
cards and the badge mentioned above, these items might cause troublesome and 
5 inconvenience. 

SUMMARY OF THE INVENTION 

It is therefore a primary object of the invention to provide an aluminum business 
1 0 card box comprising a main box and a drawer box, an ID badge can be placed inside the 
main box, and business cards can be stored inside the drawer box. 

In order to achieve the objective set forth, an aluminum business card box in 
accordance with the present invention comprises a main box and a drawer box. A "T" 
shape bar each on both edges of the largest side, an inserting slot is between the two "T" 
1 5 shape bars, the inserting slot accommodates the ID badge; a left fastening hole and a right 
fastening hole are on both sides of the main box; a top cover is on the top of the main box, 
a hanging hole is on one side of the main box, a hanging string passes through the 
hanging hole. The drawer box is placed inside the containing slot of the main box; the 
cross section of the drawer box is in "U" shape, a drawer cover is on one end of the 
20 drawer box and forms a space, business cards are stored inside the space; a spring with a 
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protruding point is on one side of the drawer box, the drawer box is fastened to the main 
box by the protruding point fastened to the left fastening hole or the right fastening hole; 
two oblique guide slices are inside the drawer box, a through hole is on the bottom of the 
drawer box, when users pull the drawer box out, they can use a finger to push one 
business card up and pull the business card out along the oblique guide slice. Users can 
insert ID badge into the main box and have business cards in the drawer box 



BRIEF DESCRIPTION OF THE DRAWINGS 



The accomplishment of the above-mentioned object of the present invention will 
become apparent from the following description and its accompanying drawings which 
disclose illustrative an embodiment of the present invention, and are as follows: 

FIG 1 is a perspective view of the present invention; 
FIG 2 is an assembly view of the present invention; 

FIG 3 is a cross section view of a further embodiment of the present invention; 
FIG 4 is a cross section view of another embodiment of the present invention; 
FIG 5 is an application view in accordance with the present invention. 



DESCRIPTION OF THE PREFERRED EMBODIMENT 



Referring to FIG 1 and FIG 2, the present invention is composed of a main box 1 , 
and a drawer box 2. The functions of each component are described below: 
5 A "T" shape bar 12 each is on both edges of the largest side of the main box 1, an 

inserting slot 13 is between the two "T" shape bar 12, the inserting slot 13 can 
accommodate the ID badge 3; a left fastening hole 14a and a right fastening hole 14b are 
on both sides of the main box 1; a top cover 15 is on the top of the main box 1; a hanging 
hole 16 is on one side of the main box 1, a hanging string 17 passes through the hanging 
10 hole 16. 

The drawer box 2 is placed inside the containing slot 11 of the main box 1, the cross 
section of the drawer box 2 is in "U" shape; a drawer cover 21 is on one end of the drawer 
box 2 and forms a space 22, business cards 4 are stored inside the space 22; a spring 23 
with a protruding point 23a is on one side of the drawer box 2, as shown in FIG 3, the 

1 5 drawer box 2 is fastened to the main box 1 by the protruding point 23a fastened to the left 
fastening hole 14a or the right fastening hole 14b. Referring to FIG 4, two oblique guide 
slice 24 are inside the drawer box 2, a through hole 25 is on the bottom of the drawer box 
2, when users pull the drawer box 2 out, they can use a finger to push one business card 4 
up and pull the business card 4 out along the oblique guide slice 24. 

20 Based on structure describe above, users can pull the drawer box 2 from the 
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containing slot 11 of the main box 1, then insert the ID badge 3 into the main box 1 from 
the inserting slot 13, and place business card 4 into the space 22 of the drawer box 2; as 
shown in FIG 3 and FIG 4, when the drawer box 2 is pushed into the containing slot 1 1 of 
the main box 1, the protruding point 23a of the spring 23 on one side of the drawer box 2 
5 is fastened by the left fastening hole 14a of the main box 1 to fix the drawer box 2 inside 
the main box 1 and avoid the drawer box 2 from sliding out; users can fix the ID badge 3 
to the inserting slot 13 of the main box 1 with the top cover 15 on the top of the main box 
1 and the drawer cover 21 of the drawer box 2. 

When users pull the drawer box 2 out, the protruding point 23a of the spring 23 is 

1 0 fastened by the right fastening hole 14b of the main box 1 to have the drawer box 2 fix. 

When users want to take business card 4, they can pull the drawer box 2 out and 
push up the through hole 25 on the bottom of the drawer box 2 with finger to push the 
business card 4 inside the drawer box 2 out, the business card 4 is on the oblique guide 
slice 24 on two sides of the drawer box 2, as shown in FIG 5, users now can pull the 

1 5 business card 4 out easily. 

The drawer box 2 is inside the containing slot 1 1 of the main box 1 , and the ID 
badge 3 is inside the inserting slot 13 on the largest side of the main box 1, the space 22 
of the drawer box 2 is for business card 4, users can carry the main box 1 with the 
hanging string 17 to have the ID badge 3 on and easy access of the business card 4. 

20 While a preferred embodiment of the invention has been shown and described in 
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detail, it will be readily understood and appreciated that numerous omissions, changes 
and additions may be made without departing from the spirit and scope of the invention. 
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